
WATER AUDIT NOTE:
THE CONTRACTOR WILL CONDUCT AN IRRIGATION AUDIT USING

A CERTIFIED IRRIGATION AUDITOR, AFTER THE FINAL FIELD

OBSERVATION HAS BEEN COMPLETED AND ALL IRRIGATION

COMPONENTS ARE INSTALLED IN ACCORDANCE WITH THE

PLANS AND SPECIFICATIONS AND THE IRRIGATION SYSTEM IS
ACCEPTED BY THE PROJECT ARCHITECT FOR MAINTENANCE.

THE IRRIGATION AUDIT WILL BE CONDUCTED IN ACCORDANCE

WITH THE FOLLOWING SCHEDULE.

1. PLACE FLAGS AT EACH HEAD IN THE ZONE.

2. MEASURE SPACING AND MARK MID POINTS BETWEEN HEADS.

3. PLACE WATER MEASURING RECEPTACLES.

4. TAKE READINGS OF WATER LEVEL IN RECEPTACLES AND

RECORD RESULTS.

5. MEASURE HEAD PRESSURE 1N EACH ZONE AND RECORD RESULTS.

6. AFTER COMPLETING ZONE ADVANCE TO NEXT ZONE AND

REPEAT PROCEDURE.

7. SUBMIT THE RESULTS OF THE AUDIT TO THE PROJECT ARCHITECT.

THE IRRIGATION MAINTENANCE SCHEDULE TASKS LISTED BELOW ARE

INTENDED AS MINIMUM STANDARDS AND MORE FREQUENT ATTENTION

MAY BE REQUIRED DEPENDING ON THE PARTICULAR SITE CONDITIONS.

MAINTENANCE TASK ~ FREQUENT

CONTROLLER CABINET-OPEN CABINET AND CLEAN OUT DEBRIS AND I QUARTERLY

REPLACE BATTERY AS NECESSARY. CHECK WIRING AND REPAIR AS

NEEDED AND CHECK CLOCK AND RESET IF NECESSARY.

IRRIGATION SCHEDULE-ADJUST SCHEDULE FOR SEASONAL VARIATIONS MONTHLY

AND OTHER CONDITIONS WHICH MAY AFFECT THE AMOUNT OF WATER

NEEDED TO MAINTAIN PLANT HEALTH ADJUST AS NECESSARY.

POC- VISUALLY INSPECT COMPONENTS FOR LEAKS, PRESSURE SETTINGS, QUARTERLY

SETTLEMENT OR OTHER DAMAGE AFFECTING THE OPERATION OF A

COMPONENT REPAIR AS NEEDED.

REMOTE CONTROL VALVES, ISOLATION VALVES AND QUICK COUPLER VALVES QUARTERLY

VISUALLY INSPECT FOR LEAKS, SETTLEMENT, WIRE CONNECTIONS AND

PRESSURE SETTINGS. REPAIR OR ADJUST AS NEEDED.

MAINLINE & LATERALS VISUALLY INSPECT FOR LEAKS OR SETTLEMENT QUARTERLY

OF TRENCH.

SPRINKLERS VISUALLY CHECK FOR ANY BROKEN MISSIGNED OR CLOGGED WEEKLY

HEADS HEADS WITH INCORRECT ARC> INADEQUATE COVERAGE OR

OVERSPRAY AND LOW HEAD DRAINAGE REPAIR AS NEEDED.

FILTERS AND STRAINERS VISUALLY CHECK FOR LEAKS, BROKEN FITTING MONTHLY

CLEAN AND FLUSH SCREENS.

AUDIT SHALL BE !N ACCORDANCE WITH THE LATEST STATE OF

CALIFORNIA LANDSCAPE WATER MANAGEMENT PROGRAM AS

DESCRIBED IN THE LATEST LANDSCAPE IRRIGATION AUDITOR

HANDBOOK. THE LANDSCAPE IRRIGATION AUDITS TO BE

CONDUCTED BY A QUALIFIED INDIVIDUAL AND THE AUDIT

SCHEDULE SHALL BE CONDUCTED AT LEAST ONCE EVERY FIVE

YEARS IN ACCORDANCE WITH THE REQUIREMENTS OF TITLE 20,

DIVISION 1 OF THE LOS ANGELES COUNTY CODE.


